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 ØCut
   (in)

Band Dimensions 
   L x H x W (in)
Blade speed
   (ft/min)
Blade motor
   (hp)
Hydraulic pump motor
   (hp)
Cooling pump motor
   (hp)
Carriage stroke
   (in)
Remnant Length
   (in)
Working height
   (in)
Bandsaw dimensions
   L x W x H (in)
Loading dimensions
   L x W x H (in)
Weight
   (lbs)

330 AE 60 370 AF 90 370 A 60 420 A 60
90° 45° 60° 90° 45° 60° 90° 45° 60° 90° 45° 60°
10
9

13 x 5.5

8
7.5

8 x 5

5
4.5

5 x 4

11
9.5

13 x 9.5

-
-
-

-
-
-

11
9.5

13 x 9.5

9
8.5

9 x 5.5

5.5
5.5

5.5 x 5

12
9.5

16.5 x 7

9.5
9

10 x 7

6.5
6.5

6.5 x 6.5

119 x 1 x 0.035

115 - 230 / 65 - 328 (CNC)

1.2 - 2

0.5

0.16

23.5

8.5

33

102 x 69 x 67

87 x 59 x 67

1543

123 x 1 x 0.035

115 - 230 / 65 - 328 (CNC)

1.2 - 2

1

0.16

31.5

1

33

112 x 75 x 75

87 x 59 x 67

2083

122 x 1 x 0.035

115 - 230 / 65 - 328 (CNC)

1.2 - 2

1

0.16

31.5

8.5

33

118 x 75 x 75

95 x 59 x 67

2083

128 x 1 x 0.035

115 - 230 / 65 - 328 (CNC)

1.2 - 2

1

0.16

31.5

8.5

33

127 x 77 x 75

95 x 59 x 67

2204
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